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-l BB MATERIALS LEGEND
) PAV 01 - 10mm thick porcelain tiles.
PAV 02 - Anti-slip porcelain tiles, 10mm thick,.
PAV 03 - 10mm-thick porcelain file laid in a 20mm
PAV 04 - 10 mm thick ceramic tile
PAV 05 - Anti-slip tiles 12 mm thick
PAV 06 - Anti-slip ceramic tiles 12 mm thick
RDPO1- Veneered ceramic skirfing 5 mm thick.
LEGEND FOR WALLS AND COVERINGS
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1 PAR 01 - Painted interior wall, to be plastered on two sides, 1:2
I:: 31 t:: :1 t:: l I :1 IE“’ e e e e “E'i _III’:': i s s cement mortar 6 mm thick, well plastered, 1:3 cement mortar 9 mm
r ‘ ‘ ‘ ‘ A thick. Base wall (fo be painted white, special interfacial agent, one
| 0 U coat).
T PAR 02 - Interior wall clad with 10 mm thick tiles, applied on white 1:1
ﬂ cement mortar with 4 mm thickness and 20% water content, (a
| cement paste bonding layer). Waterproof polymer cement coating
1.5 mm thick along the entire length. 9mm thick 1:3 cement mortar
% - well compacted and plastered to be painted white with a special
\ | | interfacial agent.
\ / 1.05 ﬂ PAR 03 - Exterior wall painted white special interfacial agent.
7 Men _Washroom(F»=02) @D PAR 04 - Exterior wall painted with a special interfacial agent.
\ / | A= 14.65m2  (pAv0d) % |
\/ o340 CEILING LEGEND
/\ H TEC 01 - Interior false ceiling in 12 mm thick ornamental plasterboard
with self-tapping screws, opening filled with light steel beams (double
/ \ @ @ JAO3 layer). intervals between the main beams equal to 900-1000mm,
intervals between the smaller beams equal to 600mm, intervals
1.03 / \ 6% : f . e . B_l between the cross beams equal to 600mm.
Work room ¢ Reserve in the lower part of the frame @8 suspension bars, with an
A= 91.08m? 1.04 — 106 o average bidirectional spacing of 900~1200
@ +3.60 Work room I.S_Fem. %
A=23.22m? o A=_5.51 m2 TEC 02 - Interior false ceiling in 2.5 mm thick aluminum alloy plate (PVC)
s 3.60 o0) = ot 3.60 ﬂ fixed with self-tapping screws light steel beams (double layer): intervals
o between main beams equal to 200-1000mm, intervals between smaller
I 1.01 i _&_ I beams equal fo 600mm, intervals between fransverse beams equal to
T ) ’ Lobby . 600mm reserve at the bottom of the frame 8 suspension bars, with an
AA A= 18.36m2 AA average bidirectional interval of 200~1200.
+3.60
== (Pco2) -
| PS04) | TEC 03 - Painted ceiling, 3mm thick cement mortar 1:2 well plastered,
- | | FARDR 5mm thick cement mortar 1: 3 (RC floor slab molded in situ).
|
0.07 | STONEWORK LEGEND
— Washroom fem. b |
T I A= 4.32m? \ _
an 1.02 @ +3.60 SOL 01 - Floor made of 1:2.5 cement mortar, 20 mm thick, well bonded
= Runner “ and finished, cement mortar connecting one layer to the ofther,
A= 16.32m? ‘ c12/15 concrete, 100 mm thick, simple soil compaction, 4% slope
PS03 @+3.60 \ outwards.
\
|_ 1im | “ PEI 01 - Sill made of 1:2.5 cement mortar, 20 mm thick, well bonded
and finished, cement mortar connecting one layer to the other,
Iz :1 t: :1 t: zll t: :1 I’E s s = | c12/15 concrete, 100 mm thick, simple soil compaction and 4%
201 f— f— f— f— 204 outward slope.
COVER LEGEND
COB 01 - Reinforced concrete slab molded in situ, with 20 mm thick
1:2.5 cement mortar to protect the roof, a layer of 0.4 mm thick
polyethylene film, fully spread, 4 mm thick modified asphalt Il Type
polyester PY APP waterproof rolls, 20 mm thick 1:2.5 cement mortar for
leveling. and a layer of insulation made of 80 mm thick exfruded
polystyrene sheeting, with a sloping dome made of lightweight
concrete, the maximum thickness being 30 mm (with a 2% slope).
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