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JA01 14 Units  

DESCRIPTION

DIMENSIONS

LOCATION

Window opening 2.10x2.70m.

0.01-Corridor,0.02-Workroom,0.03-Workroom,0.04-Workroom,1.02-Corridor,
1.03-Workroom,

Window opening with four tilting leaves and two fixed leaves, made up of
frame and 2.8mm thick UPVC/PVC profiles.

All dimensions must be checked on site.
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JA02 2 Units  

Window opening 3.40x0.60m.

 0.06 - Women's changing room, 1.04 - Workroom

JA04 4 Units  

4.20x0.60m window opening.
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JA03 2 Units  

Window opening 3.00x0.60m.
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0.08_Men's locker room; 0.09-I.S_ Men's., 1.05-I.S_ Men's.,1.06_I.S_Fem.0.08-Male bathhouse ;0.10-Male toilet, 1.05-I.S_ .,1.07_Female toilet

Movable and fixed PVC and STEEL frame with a minimum thickness of 2.8mm.

4+10+4mm thick double tempered transparent tinted glass, argon gas inside,
20% UV transmission, heat transfer coefficient U 0.60 w/m2k.

Smooth white finish.

In 1;2.5 cement mortar, 12mm thick, made on site.

According to the specified series.

According to the specified series.

According to the specified series.

Four-sash window opening, made up of frame and 2.8mm thick UPVC/PVC profiles. Four-sash window opening, made up of frame and 2.8mm thick UPVC/PVC profiles. Five-pane tilting window with 2.8mm thick UPVC/PVC frame and
profiles.
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LOCATION

All dimensions must be checked on site.

Movable and fixed PVC and STEEL frame with a minimum thickness of 2.8mm.

4+10+4mm thick double tempered transparent tinted glass, argon gas inside,
20% UV transmission, heat transfer coefficient U 0.60 w/m2k.

Smooth white finish.

In 1;2.5 cement mortar, 12mm thick, made on site.

According to the specified series.

According to the specified series.

According to the specified series.

All dimensions must be checked on site.

Movable and fixed PVC and STEEL frame with a minimum thickness of 2.8mm.

4+10+4mm thick double tempered transparent tinted glass, argon gas inside,
20% UV transmission, heat transfer coefficient U 0.60 w/m2k.

Smooth white finish.

In 1;2.5 cement mortar, 12mm thick, made on site.

According to the specified series.

According to the specified series.

According to the specified series.

All dimensions must be checked on site.

Movable and fixed PVC and STEEL frame with a minimum thickness of
2.8mm.

4+10+4mm thick double tempered transparent tinted glass, argon gas
inside, 20% UV transmission, heat transfer coefficient U 0.60 w/m2k.

Smooth white finish.

In 1;2.5 cement mortar, 12mm thick, made on site.

According to the specified series.

According to the specified series.

According to the specified series.
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JA05 1 Unit

Window opening 2.10mx6.30m.
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0.04-Lobby, 1.01 Lobby

JA06 1 Unit

Window opening 2.64x6.30m.

0.02-Workroom, 1.03-Workroom
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Window opening with four hinged sashes and nine fixed sashes, made up of frame and
profiles and 2.8mm thick UPVC/PVC.

Twenty-two pane fixed window with 2.8mm thick UPVC/PVC frame and profiles.
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Movable and fixed PVC and STEEL frame with a minimum thickness of 2.8mm.

4+10+4mm thick double tempered transparent tinted glass, argon gas
inside, 20% UV transmission, heat transfer coefficient U 0.60 w/m2k.

Smooth white finish.

In 1;2.5 cement mortar, 12mm thick, made on site.

According to the specified series.

According to the specified series.

All dimensions must be checked on site.

According to the specified series.

Movable and fixed PVC and STEEL frame with a minimum thickness of 2.8mm.

4+10+4mm thick double tempered transparent tinted glass, argon gas
inside, 20% UV transmission, heat transfer coefficient U 0.60 w/m2k.

Smooth white finish.

In 1;2.5 cement mortar, 12mm thick, made on site.

According to the specified series.

According to the specified series.

All dimensions must be checked on site.

According to the specified series.
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