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1. ALL DIMENSIONS SHOWN IN THE DRAWING ARE IN MILLIMETER (MM), AND ALL LEVELS OR ELEVATIONS ARE IN METER (M) UNLESS OTHERWISE SPECIFIED. 2. THE STEEL COMPONENTS AND THE EXPOSED METAL COMPONENTS OF THE STEEL SHED ALL MEET THE C5 ANTI-CORROSION REQUIREMENTS. THE NDFT OF THE ANTI-CORROSION PAINT SHOULD BE   240μm, INCLUDING 70μm OF PRIMER, 70μm OF INTERMEDIATE COATING, AND 100μm OF FINAL COAT. 3. ALL GALVANIZING WORKS WHERE SPECIFIED SHALL BE HOT-DIP GALVANIZED AND SHALL CONFORM TO THE REQUIREMENTS OF EN ISO 1461:2009. THE MINIMUM COATING THICKNESS IS 85ΜM(STEEL 5MM THICK AND OVER). THE MINIMUM COATING THICKNESS IS 64ΜM (STEEL UNDER 5MM THICK BUT NOT LESS THAN 2MM). 4. STEEL COMPONENTS SUCH AS ROOF PURLINS AND STRUCTURAL BEAMS FOR STEEL STRUCTURES OF THE BUILDING WILL BE FINALIZED BY THE SUPPLIER IN THE FORM OF MANUFACTURING DRAWINGS AND CONFIRMED BY THE CONSULTANT BEFORE PURCHASE ORDERS CAN BE PLACED AND CONSTRUCTION CAN COMMENCE.

AutoCAD SHX Text
NOTES: 1. ALL CORRUGATED BEAMS AND SLABS SHALL UNDERGO ANTI-CORROSION TREATMENT ACCORDING TO THE REQUIREMENTS OF THE SPECIFICATION. 2. THE SAFETY RAILS,SHALL BE OF STRONG, GALVANIZED STEEL WITH VERTICAL POSTS EVERY 2 M. 3. RETROREFLECTIVE BLACK-YELLOW PAINT, WITH 20CM-WIDE ALTERNATING STRIPES. BLACK(RAL9004) AND YELLOW(RAL1003) . 4. THE PAINT HAS TO BE RESISTANT AGAINST ABRASION AND ULTRAVIOLET RADIATION AND HAS TO BE APPROVED BY THE ENGINEER. 5. SET A C25/30 CONCRETE FOUNDATION WITH DIMENSIONS OF 600 X600 X 500 MM UNDER EACH POST.5.THE CRASH BARRIER USED SHALL BE CE-CERTIFIED AND SHALL COMPLY WITH THE RULES OF THE STANDARD EN 1317- 5:2007+A2:2012. 6. THE GUARDRAIL BOARD BASE PLATE IS LOCATED AT THE CONNECTION POINT WHERE THE TWO GUARDRAIL BOARD JOIN WITH THE COLUMN, SERVING TO REINFORCE THE STRUCTURE.
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