
PC02 8 Unidades

Doorway 0.95x2.10m.

Planta

Alçado

PC01 2 Unidades 

Doorway 1.00x2.10m.

Medium gloss lacquer finish RAL 9010.

Solid wood frame.

Door of a sliding leaf, composed of a solid wood frame and
phenolic panel leaf.

Lightened door leaf in FUNDERMAX COMPACT phenolic panels 3 mm
thick on each side, interior in 30 mm thick extruded polystyrene.

1.00 1.00

Acabamento lacado meio brilho RAL 9010

Aro em madeira maciça.

Sweeping single-leaf doorway, made up of a solid wood
frame and a phenolic panel leaf.
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Partition with 0.60x1.00m.

Piso 0 - 0.9 - Inst. Sanit. Homens_Piso 1 - 1.22 - Inst. Sanit. Homens
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Piso 0 - 0.35 - Instalação Sanit. Homens_0.37 - Instalação Sanit. MulheresPiso 0 - 0.35 - Instalação Sanit. HomensPiso 0 - 0.37 - Instalação Sanit. Mulheres

Partition with 1.40x1.90m.Partition with 2.86x1.90m.

Phenolic panels with 12mm thickness in Grey 0741.

Piso 0 - 0.07 - Baln. Mulheres_0.11 - Baln. Homens
Piso 1 - 1.20 - Baln. Mulheres_1.24 - Baln. Homens

Partition with 2.20x1.90m.

Partition with 0.14x1.90m.Partition with 1.30x1.90m.

Piso 0 - 0.07 - Baln. Mulheres_0.11 - Baln. Homens
Piso 1 - 1.20 - Baln. Mulheres_1.24 - Baln. Homens

Level 0 - 0.07 - Shower Wome's_0.11 - Shower Men's:
Level 1 - 1.20 - Shower Wome's_1.24 - Shower Men's

Partition with 1.30x1.90m.

Piso 0 - 0.05 - Toilets Women's _0.09 - Toilets Men's  Piso 1 - 1.18 - Toilets
Women's _1.22 - Toilets Men's

Partition with1.55x1.90m.

Partition with 2.85x1.90m.

Level 0 - 0.05 - Toilets Women's
Level 1 - 1.18 - Toilets Women's

Partition with 4.75x1.90m.

Phenolic panels with 12mm thickness in Grey 0741.

Smooth mid-gloss finish in light grey

Level 0 - 0.09 - Toilets Men's
Level 1 - 1.22 - Toilets Men's

Level 0 - Toilets and shower - Men and Women
Level 1 - Toilets and shower - Men and Women

Level 0 - 0.03 - Disable toilet: Level 1 - Disable toilet.
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Lightened door leaf in FUNDERMAX COMPACT phenolic panels 3 mm
thick on each side, interior in 30 mm thick extruded polystyrene.

Phenolic panels with 12mm thickness in Grey 0741.

Smooth mid-gloss finish in light grey
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Smooth mid-gloss finish in light grey Smooth mid-gloss finish in light grey Smooth mid-gloss finish in light grey Smooth mid-gloss finish in light grey

According to the specified series.

According to the specified series.

All dimensions must be verified on site.

According to the specified series.

According to the specified series.

According to the specified series.

All dimensions must be verified on site.

According to the specified series.

According to the specified series.

According to the specified series.

All dimensions must be verified on site.

According to the specified series.

Phenolic panels with 12mm thickness in Grey 0741.
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Smooth mid-gloss finish in light grey
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Phenolic panels with 12mm thickness in Grey 0741. Phenolic panels with 12mm thickness in Grey 0741.
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MAP OF CARPENTRY OPENINGS AND PHENOLIC PARTITIONS
SCALE:1/50
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