
.70 1.50 2.20

Stairs
   A=8.08m2

23

38

39

40

41

37

36

35

42

43

24

25

26

27

28

29

30

31

32

1.40 2.40.20

.2
0

2.
15

3.
05

1.
40

.2
0

.201.502.10.20

.2
0

2.
20

3.
00

1.
40

.2
0

.20 1.05 1.50 1.05 .20

1.
55

3.
10

2.
35

+7.35

TEC01
PAR01
PAV01

PAR01
PAV01

A'

A

B'

B

22

34

33

.3
0

.3
0

.3
0

.3
0

.3
0

.3
0

.3
0

.3
0

.3
0

.3
0

STONEWORK LEGEND

SOL 01 - Floor made of 1:2.5 cement mortar, 20 mm thick, well bonded
and finished, cement mortar connecting one layer to the other,
c12/15 concrete, 100 mm thick, simple soil compaction, 4% slope
outwards.

PEI 01 - Sill made of 1:2.5 cement mortar, 20 mm thick, well bonded
and finished, cement mortar connecting one layer to the other,
c12/15 concrete, 100 mm thick, simple soil compaction and 4%
outward slope.

PAV 01 - 10mm thick porcelain tiles.

PAV 02 - Anti-slip porcelain tiles, 10mm thick,.

PAV 03 - 10mm-thick porcelain tile laid in a 20mm

PAV 04 - 10 mm thick ceramic tile

PAV 05 - Anti-slip tiles 12 mm thick

PAV 06 - Anti-slip ceramic tiles 12 mm thick

PAV 07 - Interior floor in reinforced concrete with AQ50 mesh with a

smooth finish, honed with a spoon/palustrade shore.

RDP01- Veneered ceramic skirting 5 mm thick.

MATERIALS LEGEND

LEGEND FOR WALLS AND COVERINGS

PAR 01 - Painted interior wall, to be plastered on two sides, 1:2
cement mortar 6 mm thick, well plastered, 1:3 cement mortar 9 mm
thick. Base wall (to be painted white, special interfacial agent, one
coat).

PAR 02 - Interior wall clad with 10 mm thick tiles, applied on white 1:1
cement mortar with 4 mm thickness and 20% water content, (a
cement paste bonding layer). Waterproof polymer cement coating
1.5 mm thick along the entire length. 9mm thick 1:3 cement mortar
well compacted and plastered to be painted white with a special
interfacial agent.

PAR 03 - Exterior wall painted white special interfacial agent.

PAR 04 - Exterior wall painted with a special interfacial agent.

TEC 01 -  Interior false ceiling in 12 mm thick ornamental plasterboard
with self-tapping screws, opening filled with light steel beams (double
layer). intervals between the main beams equal to 900-1000mm,
intervals between the smaller beams equal to 600mm, intervals
between the cross beams equal to 600mm.
Reserve in the lower part of the frame Ø8 suspension bars, with an
average bidirectional spacing of 900~1200

TEC 02 - Interior false ceiling in 2.5 mm thick aluminum alloy plate (PVC)
fixed with self-tapping screws light steel beams (double layer): intervals
between main beams equal to 900-1000mm, intervals between smaller
beams equal to 600mm, intervals between transverse beams equal to
600mm reserve at the bottom of the frame 8 suspension bars, with an
average bidirectional interval of 900~1200.

TEC 03 -  Painting of ceiling plastered with 1:3 cement mortar, 5mm
thick, tinned finish (slab moulded in situ).

CEILING LEGEND
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