MAP OF WINDOW FRAMES - 1/2
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LOCATION Level 0 - Control Room, Quarantine and Customs Atft. Quarantine and Customs LOCATION Level O - Office. LOCATION Level 0 - Office. LOCATION Level O - Stairs
Port Authority. - : : : :
DIVENSIONS Window with 4.00x1.20m. DIMENSIONS Window with 2.70x1.20m. DIMENSIONS Window with 4.50x2.10m. DIMENSIONS Window with 1.50x1.20m.
o Window opening with four sweeping sashes and two fixed sashes, made up of SESCRITON Window opening with two sweeping sashes and one fixed sash, DESCRIFTION Window opening with four §weeping sashes and two fixed sashes, made up of 2.8mm thick SESCRITON Window yvi’rh two fixed sashes, made up of 2.8mm thick UPVC/PVC frame
DESCRIPTION 2.8mm thick UPVC/PVC frame and profiles. made up of a frame and 2.8mm thick UPVC/PVC profiles. UPVC/PVC frame and profiles. and profiles.
Movable and fixed frame in PVC and STEEL with a minimum thickness of 2.8mm Movable and fixed frame in PVC and STEEL with a minimum thickness of 2.8mm. Movable and fixed frame in PVC and STEEL with a minimum thickness of 2.8mm. Fixed frame in PVC and STEEL with a minimum thickness of 2.8mm.
FRAME ’ : FRAME FRAME FRAME
MATERIA MATERIA M MATERIA
VATERAL LSS Smoked clear fempered double glass with 4+10+4mm thickness, argon gas inside AERAL s Smoked clear Te<mpered double glass with 4+1 0+z<1mm thickness, argon gas inside AIERAL s Smoked clear tempered double glass with 4+10+4mm thickness, argon gas inside ATERIAL s Smoked clear Te<mpered double glass with '4+10+z<tmm thickness, argon gas inside
b UV transmission < 20%, heat transfer coefficient U < 0.60w/m2k. UV tfransmission < 20%, heat transfer coefficient U < 0.60w/m2k. UV transmission < 20%, heat transfer coefficient U < 0.60w/m2k. b UV tfransmission < 20%, heat transfer coefficient U < 0.60w/m2k.
ENSHING Smooth finish in white color. EINSHING Smooth finish in white color. FINSHING Smooth finish in white color. EINSHING Smooth finish in white color.
i ;2.5 Wi i , ite. | t 1 tali f 1; 2.5 with thick , t ite. ~ In cement mortar at a line of 1; 2.5 with 30mm thickness, executed on site. In cement mortar at a line of 1; 2.5 with 30mm thickness, executed on site.
THRESHOLD/SILL In cement mortar at a line of 1; 2.5 with 30mm thickness, executed on site THRESHOLD/SILL n cement mortar at aline o 5 with 30mm thickness, executed on site THRESHOLD/SILL THRESHOLD/SILL
HINGES According to the specified series. HINGES According fo the specified series. HINGES According to the specified series. HINGES According to the specified series.
LOCK According to the specified series. LOCk According to the specified series. LOCK According to the specified series. LOCK According to the specified series.
IRONWARE RONWARE - RONWARE - IRONWARE
HANDLES According to the specified series. HANDLES According fo the specified series. HANDLES According to the specified series. HANDLES According to the specified series.
: : i : All dimensions must be verified on site. All dimensions must be verified on site. i i ifi i
OBSERVATIONS All dimensions must be verified on site. OBSERVATIONS OBSERVATIONS OBSERVATIONS All dimensions must be verified on site.
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LOCATION Level 0 - Staircase, Coridor, Quarantine Service Desk. LOCATION Level O - Nursery and First Aid, Living Room_Fire Station. LOCATION Level 0 - Men's and Women's Sanitary Fittings_fire station. LOCATION Piso 0 - Corredor_Bombeiros; Piso 1 - Corredor, Escada.
DIMENSIONS Window with 1.50x1.20m. DIMENSIONS Window with 3.40x1.95m. DIMENSIONS Window with 0.60x0.95m. DIMENSIONS Window with 1.50x1.95m.
U, Window with two sweeping sashes, made up of a frame and 2.8mm Window opening with two sweeping sashes, two fixed sashes and four fixed sashes Window opening with a tilting sash and a fixed sash, made up of Window opening with two sweeping sashes and banner window with two fixed sashes
DESCRIPTION thick UPVC/PVC profiles. DESCRIPTION comprising frame and 2.8mm thick UPVC/PVC profiles. DESCRIPTION a frame and 2.8mm thick UPVC/PVC profiles. DESCRIPTION comprising frame and 2.8mm thick UPVC/PVC profiles.
- FRAME Movable and fixed frame in PVC and STEEL with a minimum thickness of 2.8mm. FRAME Movable and fixed frame in PVC and STEEL with a minimum thickness of 2.8mm. FRAME Movable and fixed frame in PVC and STEEL with a minimum thickness FRAME Movable and fixed frame in PVC and STEEL with a minimum thickness of 2.8mm.
MATERIAL MATERIAL MATERIAL of 2.8mm. MATERIAL
GLASS Smoked clear tempered double glass with 4+10+4mm thickness, argon gas GLASS Smoked clear tempered double glass with 4+10+4mm thickness, argon gas inside GLASS Smoked clear tempered double glass with 4+10+4mm thickness, argon GLASS Smoked clear tempered double glass with 4+10+4mm thickness, argon gas inside
inside UV fransmission < 20%, heat transfer coefficient U < 0.60w/m2k. UV transmission < 20%, heat transfer coefficient U < 0.60w/m2k. gas inside UV fransmission < 20%, heat transfer coefficient U < 0.60w/m2k. UV tfransmission < 20%, heat transfer coefficient U < 0.60w/m2k.
FINISHING Smooth finish in white color. FINSHING Smooth finish in white color. FINSHING Smooth finish in white color. FINSHING Smooth finish in white color.
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In cement mortar at a line of 1; 2.5 with 30mm thickness, executed on site.
According to the specified series.
According to the specified series.

According to the specified series.

All dimensions must be verified on site.
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HINGES According to the specified series.
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IRONWARE
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OBSERVATIONS

In cement mortar at a line of 1; 2.5 with 30mm thickness, executed on site.

All dimensions must be verified on site.
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In cement mortar at a line of 1; 2.5 with 30mm thickness, executed on site.
According fo the specified series.
According fo the specified series.

According fo the specified series.

All dimensions must be verified on site.
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In cement mortar at a line of 1; 2.5 with 30mm thickness, executed on site.
According fo the specified series.
According fo the specified series.

According fo the specified series.

All dimensions must be verified on site.
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Engineer Approval Codes
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REVISION DESCRIPTION DATE CHECKED
EMPLOYER

Caioporto S.A.
V (iDE Avenida Cgmandante Gika n °150
)’\ CABINDA

CP 1276 Sagrada Familia
Luanda, Angola

Sellhorn Ingenieurgesellschaft mbH
Teilfeld 5, D-20459 Hamburg, Germany

Tel: +49 (40) 36 12 01-0

Fax: +49 (40) 36 12 01-28

E-Mail: info@sellhom-hamburg.de

EMPLOYER'S REPRESENTATIVE/ENGINEER

Sellhorn ||/HPC

INGENIEURGESELLSCHAFT ®

www.sellhom-hamburg.de

Sellhorn Ingenieurgesellschaft mbH
Teilfeld 5, D-20459 Hamburg, Germany

Tel: +49 (40) 36 12 01-0

Fax: +49 (40) 36 12 01-28

E-Mail: info@sellhorn-hamburg.de
www.sellhorn-hamburg.de

CONSULTANT

Sellhorn

INGENIEURGESELLSCHAFT ®
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LOCATION Level 0 - Office - Fire Brigade, Service Counter, Banks and Agents, Office, LOCATION Level 0 - Office, Quarantine Service Desk and Customs processes. LOCATION Level 0 - Men's Toilet, Men's clothing: Level 1 - Men's Toilet, Men's clothing. LOCATION Level 0 - Shower men's: Level 1 - Shower men's.
Quarantine and Customs Service Counter.
DIMENSIONS Window with 3.40x1.20m. DIMENSIONS Window with 2.70x1.20m. DIMENSIONS Window with 2.10x0.85m. DIMENSIONS Window with 2.70x0.85m.
) Window opening with two sweeping sashes and two fixed sashes, made up of Window opening with two sweeping sashes and one fixed sash, made up of Window opening with a one filting sash and a one fixed sash, made up of a ﬂ Window opening with a two tilting sash and a one fixed sash, made up of a
DESCRIPTION 2.8mm thick UPVC/PVC frame and profiles. DESCRIPTION 2.8mm thick UPVC/PVC frame and profiles. DESCRIPTION frame and 2.8mm thick UPVC/PVC profiles. DESCRIPTION frame and 2.8mm thick UPVC/PVC profiles.
FRAME Movable and fixed frame in PYC and STEEL with a minimum thickness of 2.8mm. FRAME Movable and fixed frame in PYC and STEEL with a minimum thickness of 2.8mm. FRAME Movable and fixed frame in PVC and STEEL with a minimum thickness of 2.8mm. FRAME Movable and fixed frame in PVC and STEEL with a minimum thickness of 2.8mm.
MATERIAL MATERIAL MATERIAL MATERIAL
GLASS Smoked clear tempered double glass with 4+10+4mm thickness, argon gas GLASS Smoked clear tempered double glass with 4+10+4mm thickness, argon gas GLASS Smoked clear tempered double glass with 4+10+4mm thickness, argon gas GLASS Smoked clear tempered double glass with 4+10+4mm thickness, argon gas
inside UV transmission < 20%, heat fransfer coefficient U < 0.60w/m2k. inside UV fransmission < 20%, heat fransfer coefficient U < 0.60w/m2k. inside UV transmission < 20%, heat fransfer coefficient U < 0.60w/m2k. inside UV transmission < 20%, heat transfer coefficient U < 0.60w/m2k.
FINISHING Smooth finish in white color. FINISHING Smooth finish in white color. FINSHING Smooth finish in white color. FINSHING Smooth finish in white color.
THRESHOLD/SILL In cement mortar at a line of 1; 2.5 with 30mm thickness, executed on site. THRESHOLD/SILL In cement mortar at a line of 1; 2.5 with 30mm thickness, executed on site. THRESHOLD/SILL In cement mortar at a line of 1: 2.5 with 30mm thickness, executed on site. THRESHOLD/SILL In cement mortar at a line of 1: 2.5 with 30mm thickness, executed on site.
HINGES According to the specified series. HINGES According to the specified series. HINGES According to the specified series. HINGES According to the specified series.
According to the specified series. 0 According to the specified series. 0 According to the specified series. According to the specified series.
Ronwage O Ronwage O Ronwage O Ronwage O
HANDLES According to the specified series. HANDLES According to the specified series. HANDLES According to the specified series. HANDLES According to the specified series.
OBSERVATIONS All dimensions must be verified on site. OBSERVATIONS All dimensions must be verified on site. OBSERVATIONS All dimensions must be verified on site. OBSERVATIONS All dimensions must be verified on site.

CONTRACTOR
China Road and Bridge Corporation
R . Femao Mendes Pinto 55
Alvalade, Luanda, Angola
Fax: +244 22 232 7003
http:/lwww.crbe.com/

PROJECT

The Project of the New Port of Caio in Cabinda
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FINAL DESIGN

IT IS NOT ALLOWED TO REPRODUCE IT'S CONTENTS IN ANY FORMAT, EXCEPT OF THE PURPOSE WHICH IT IS ORIGINALLY INTENDED FOR.
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